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LANE REDUCTION TRANSITION 1. USE CURRENT EDITION OF THE AASHTO A POLICY ON GEOMETRIC DESIGN OF ® Y §§ >
HIGHWAYS AND STREETS FOR DESIGN OF ROADWAY ELEMENTS NOT SHOWN. é %g 5
[\
W Tao w
2. USE CURRENT EDITION OF THE AASTO ROADSIDE DESIGN GUIDE FOR CLEAR o< °
WA—2R ZONE REQUIREMENTS.
3. USE FULLY RETROREFLECTORIZED MATERIAL FOR ALL PAVEMENT MARKINGS. '2
4. PLACE AN EDGE LINE IN AREAS WHERE PAVEMENT EXTENDS TO CURB AND %
GUTTER, TO DEFINE THE TRAVEL PATH OF A TYPICAL LANE (11 OR 12 L w
FEET WIDE) WHEN THE LATERAL DISTANCE FROM OUTSIDE 4” BROKEN >0
YELLOW LINE OR PERMISSIVE TURN LANE TO LIP OF GUTTER IS 16 FEET Iz .
OR GREATER. THE REGION TRAFFIC ENGINEER CAN AUTHORIZE EXCEPTIONS 0_§ 2
LINE DESIGNATION TO EXLUDE EDGE LINES IN THESE AREAS. o =
TYPE WIDTH (IN) LENGTH (FT) |GAP (FT) Z['<I: Q
<OLT0 LINE 7 CONTINUOUS NV 5. :éﬁgi A YELLOW LINE ON THE LEFT EDGE OF EACH ROADWAY OF DIVIDED o= e
SOLID LINE 8 CONT INUDUS N/A : — &
BROKEN LINE 4 10 30 a o
_ANE DROP 5 3 5 6. OBTAIN APPROVAL FROM THE TRAFFIC AND SAFETY DIVISION FOR CHANGES > g
SOTTED LINE 2 > < TO EXISTING OR INSTALLATION OF NEW NO PASSING ZONES. — é
<T
TEMP. BROKEN ul 4 36 7. FOR LENGTHS “L” AND “D” SEE TABLES 1 AND [I ON STD DWG DD 3. ®
STD DWG

8. SEE STD DWG GW S FOR DELINEATION HARDWARE.
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